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NOTES

SECTION B-B PROJECTED l. Cold Milling shallconsist of two processes:

PERPENDICULAR TO CENTERLINE

mounted Tmmediat

Cutting with carbide teeth mounted on a
rotating drum, and planing with a moldboard

ely behind The cutting drum.

2. Other similar patterns willbe acceptable if

They consist of

a smooth, flat, planed surface

iNntferspersed with a pattern of discontinuous

longitudinal stria+t

All dimensions are
otherwise shown.

fons.

in millimeters (inches) unless

SLAB MOVEMENT DETECTION DEVICE

F.A.P.

SECTION

COUNTY | JOTAL TSHEET |

SHEETS

614

(%)

MORGAN 200 |\2p»

STA.

T0

STA.

FED. ROAD DIST. NO.

ILLINOIS

FED. AID PROJECT

(%) 147(RS-5, B-1,B-2) 92656

¢ Wheels of transport

¢ Dial gauge

¢ Dialgauge

e e i S i e o e o S S o, e e A e o S Tt ], S St i 2o D S Vet T T

¢ Height adjustment

L 10 2.44 m 203
e, Bt
(24) (8-07) (8)

ELEVATION

NOTES

REVISIONS
NAME DATE
JCN 2/19/03

Dial gauges shallbe spring loaded in order fo

measure both exTension and compression.

All dimensions are In millimeters (inches) unless

otherwise shown.

ILLINOIS DEPARTMENT OF TRANSPORTATION

SCALE:
DATE
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